MEETING NOTES

Re: Meeting Notes ETV High Rate Separation Panel
Date: July 20, 1999

L ocation: Philadephia Marriott Hotel

Attendees:  Kevin Smith - NSF International
Bob Andoh - H.I.L Technology
Randd West — Camp, Dresser, & McKee
Bob Matthews - Camp, Dresser, & McKee
Philippe Topaian — Kruger, Inc.
George Zukovs— XCG
Mary Stinson — USEPA
Rich Fedd — USEPA
John Shephard — Schreiber Corp.
Adrian Carolan — Schreiber Corp.
Jm Zaccagnino — URS Greiner Woodward Clyde
Gabriel Novac — Grande, Novac & Assoc., Inc.
Steve Tardlo—IDI
John Schenk — NSF International.

1. Pand members noted two amendments to the notes from the May 13, 1999
teleconference:

1 No ballasted flocculation trids are underway in Kansas City.

2. The New York City vortex evaluation protocols are being peer
reviewed by WERF.

2. Update on Evaluations

A pand member indicated that the study team working on the New York
City vortex separator evauation had met with the WERF Peer Review Pand
to discuss separator evaluation protocols.  Protocols will be updated as a
result of the meeting. The New York City vortex separator study is
presently waiting for wet wegther.

An evduation program was carried out in Port Clinton, Ohio, to evauate the
Actiflo bdlasted flocculation sysem.  The threeeweek study introduced
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potable water into the collection system to smulae combined sewer
overflow.

San Francisco plans to initiate its sudy of high rate separdtion dternatives
for CSO trestment in the period from the end of 1999 to the beginning of
2000.

The ful-scade Actiflo facility in Paris is scheduled to start-up in September
to October, 1999.

At the time of the Pand meeting, IDI had dated testing the Densadeg
chemically enhanced high rate separation systlem in New Y ork City.

3. Review of Proposed Protocol Table of Contents

Pand Members were requested to submit written or e-mal comments to G.
Zukovs pertaining to the firgt draft of these protocols.

4. Protocol Development | ssues

G. Zukovs presented a number of issues related to protocol development.
The presentation materias are attached.

Key decisons by the Pand were asfollows:

1 Objectives of Testing

It was agreed that the objective of testing was the development of a
verification report and datement. It was dressed that high rate
separation equipment  performance verification would be dte specific
and might not represent every environmenta condition.

2. Influent Types

The Pand discussed influent types (eg. CSO, SSO, sormwater) to be
evaluated under protocol development. It was agreed that the vortex
separator  protocol would focus on CSO while the bdlasted
flocculation protocol would focus on CSO and SSO. Treatment of
separated stormwater by either technology would not be considered
a this time. It was dso noted that the pending draft SSO treatment
regulation may shed some light on the gpplicability of sadlite
physica-chemicd treatment for SSOs.
3. Pretreatment

The Pand reviewed whether pretrestment (i.e. screening and in some
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cases degritting) was part of the process train and hence should be
consdered in the evauation. It was agreed that some type of
pretrestiment is typically required for balasted flocculation and that
the generic protocol should describe the detalls of pretreatment
requirements in the equipment description section. It was aso agreed
that an additiona sample point prior to the pretrestment (i.e. raw
wadtewater) should be included in the monitoring protocol.
4, Actual vs. Smulated Conditions

Pand Members discussed a some length the use of actud vs
gmulaied conditions in testing. Key points of agreement in the
discusson were asfollows:
Vortex separators would only be tested under actual conditions.
Snce thee ae a number of full-scde vortex separator
ingdlations in the United States, it was fdt that there would be
no need to smulate flows or operations.

The generic protocol for bdlasted flocculation will give overdl
guidance regarding the use of SImulated flows and operding
conditions.

The detals of the smulated test conditions (if any) will be
developed jointly by the Fidd Testing Organization (FTO), the
Municipdity or sewerage agency and the manufacturer. The
details will be presented in the Site specific Test Plan.

The Veification Report and Veificaion Statement will reflect
the use of gmulaed flows and operating conditions as
appropriate.
5. Vortex Separator Performance Indicators
Panel Members discussed both measures of treatment performance as

well as operations.  Suggested treatment performance indicators
include:

Grossremovd;

Net removd;

Treatment factor;

Concentration factor;

Effluent concentration;

Floatables index (to be defined).
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Suggested vortex separation operations indicators include:
Operating requirements. labour and power;
Underflow volume and peek rate and characterigtics,
Operating observations,

O & M manud details.

Ballasted Flocculation Performance Indicators
Suggested treatment performance indicators for balasted flocculation
included:

Percentage removd;

Effluent concentration.

Suggested operations performance indicators included:
Underflow volume and peek rate and characteridtics,
Operating observations,

O & M manud details.

Vortex Separator Parameter List

Paned Members discussed a list of core parameters used for ether
treetment peformance evduation or influent  characterization.
Suggested vortex separator parameter list includes:.

Settling velocity digtribution (SVD);
Particle size digtribution (PSD);
TSS;

Floatable;

Settlesble solids;

CBODs;

COD.

SVD, PSD and Htlesble solids ae influent characterization
parameters while TSS, floatables, CBODs and COD are treatment
performance parameters. It was noted that floatables will likely need
to be differentiated into sub-categories that my incude ol and
grease, screenables, “swimmers’ and true floatables (i.e. postive
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buoyancy). Other parameters may be included by the FTO, owner or
manufacturer in Ste specific instances.

8. Ballasted Flocculation Parameters
Core paameters suggested for badlasted flocculation  trestment
performance evauation included:
TSS,

CBOD:s (totd);
COD (totd);
Totd p.

Other paameters for peformance evduation or  influent
characterization may be consdered on a Ste-pecific bass.

0. Testing Phases

Panel Members reviewed details of proposed testing phases from gte
and influent charecterizetion through verification testing (see
attached presentation notes).

10.  Equipment Scale

The issue of the scde of equipment testing was reviewed by Pand
Members. It was agreed that the scale issue would be addressed
jointly by the FTO, owner and manufacturer on a Ste-specific bass.
The Veificaion Report and Verification Statement would reflect the
scae of equipment used in testing.

11.  Protocol Development Schedule

Pand Members were presented with an  updated protocol
development schedule (see attached). It was noted that no further
face-to-face meetings were contemplated but that a teleconference
would be used to follow-up the next draft of the protocol documents.
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